VisioBox Accessories

Round or rectangular, transparent
or made of chromated aluminium

- the VisioBox system meets all

the requirements of individual
workstations. The possibilities
afforded by the use of additional
accessories are so comprehensive
that nothing is left to be desired.
Complement your system with
optional refinements: for example,
the filling funnel made of galvanized
steel, the chrome filling scoop, the
quick-exchange feature or the simple
bracket made of aluminium.
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Assemble the racks provided by the
VisioBox system to suit your own needs.
Our aluminium system profiles ensure
that solutions can be found to meet all
possible requirements.

For further information and to make a
request for a quotation, please visit our
website: www.teamtechnik.de/de/249/
visiobox.html

Our extensive expertise as a supplier of
industrial equipment makes simple or
interconnected applications possible for
everything: from assembly workstations
to complex production lines or transfer
systems.

Subject to change, date October 2011

Now even more
flexibility & efficiency in
your production line.

The ideal assembly aid for
quick and precise gripping:
teamtechnik VisioBox and VisioRack
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The VisioBox system
at a glance: Flexibility wins.

The VisioBox system ensures that workflow in the
production process is as efficient as possible. A clear,
well-arranged order guarantees quick, precise gripping
of the required materials. In addition to the previously-
available round versions, two rectangular versions for
larger, bulkier quantities have now been developed.

This means we can offer users the greatest possible
flexibility when it comes to matching material supply to
individual needs. Both round and rectangular VisioBoxes
can be combined into a VisioRack, either of one type

or mixed, whereby the ESD versions, with their surface
conductivity (electrical conductivity of 107 ohms), offer
yet further possibilities.

The new modular VisioBox system makes further capacity
reserves available and leads to even more precise

work. The result: time savings and higher employee
satisfaction. Everyone benefits.

Screw-fastened
Cover with security cable plastic knob

forallversions ~ RO [ e}

Aluminium parts container with
observation slit for filling-level control

Parts container for all

versions in various lengths
and diameters

Simple bracket
made of aluminium

Pre-positioned grab tray
made of stainless steel (V2A)

The round, transparent VisioBoxes offer 3 distinct
advantages: visible filling-level control, protection of the
components and quick access. No restrictions imposed
with regard to on-site installation. Regardless of whether A
it is intended for use on work desks, supply carts or /
shelves used for material storage, VisioBox G fits just /
about anywhere. Everything has been thought of, down

to the last detail. The pre-positioned grab trays enable /
ergonomically-reliable, rapid withdrawals that can be =
varied in size depending on the dimensions of

the components.

The VisioBox G is particularly suitable for smaller
components and is offered in 3 diameters: 30 mm (G3),
50 mm (G5) and 80 mm (G8). The length extends
up to a maximum of 2000 mm in the standard
version and up to 1000 mm in the ESD version.
Special lengths are available on request.

VisioBox GE/GEA

With the new, angular versions, VisioBox has extended
the range of benefits it offers to include provision for
larger, bulkier components. The mix of square and round
provides a further range of opportunities for more
efficient storage.

The rectangular system can be used in two versions.
The VisioBox GE is the standard version with a
transparent design (140 x 80 mm in cross section)
and a length of up to a maximum of 800 mm. GEA
refers to the ESD version (surface-conduction) made
of chromated aluminium and with a length of up
to 1500 mm. A slit enables filling-level control;
the cross-section is 60 x 80 mm. Other
measurements are available upon request.

Examples of possible combinations of VisioRacks




